HABOTEST® HABOTEST®

HT206A/B 6000 Counts AC Digital Clamp Meter 6000 Counts AC/DC Digital Clamp Meter

Accuracy

Specifications Range 6B

fications Range Accuracy

DC Voltage 600V £(0.5%+3) DC Voltage 600mV/6V/60V/600V/600V £(0.5%+3)
600mV/6V/60V/600V/600V +(0.5%+3) AC Voltage 6V/60V/600V/600V +(0.8%+3)
600V +(0.8%+5) DC Current 6A/60A/600A +(2.5%+5)
AC Voltage
6V/60V/600V/600V +(0.8%+3) AC Current GA/BOA/BO0A +(2.5%+5)
AC Current 6A/BOA/BO0A +(2.5%+5) £(2.5%+5) Resistance 600Q/6KQ/60kQ/600kQ/EMQ/E0MQ £(1.0%+3)
. 6KQ/60KQ £(1.0%+3) Capacitance 10nF100nFA uF/10uF/100uF/1mF10mF/100m +(4.0%+3)
Resistance 600Q/6kQ/60KQ/B00KQ/EMQ/E0MO +(1.0%+3) Frequency 10Hz/100Hz/1kHz/10kHz/100kHz/ 1MHz/10MHz +(0.5%+5)
Al Capacitance 10nFH00NF/1iF/10uF/1 00U/ ImF/10mF/100mF £(4.0%+3) Duty 1%~99% +(1.0%+2)
Frequency 10Hz/100Hz/1kHz/1 0kHZ/100kHZ/ 1MHz/1 OMHz +(0.5%+5) Temperature ~40°C~1000°C £(1.0%+2)
Duty 1%~99% £(1.0%+2) (°C/°F) -40°F~1832°F +(1.0%+2)
Temperature -40°C~1000°C +(1.0%+2) Counts 6000 Counts
(°C/I°F) -40°F~1832°F 1(1.0%+2) Auto/Manual range Auto
Counts 6000 Counts 6000 Counts Continuity +/(sound and light alarm)
Auto/Manual range Manual Auto Diode test v
Continuity (sound and light alarm) | v/ v Data Hold v
AC CLAMP METER Diode test v NCV +/(sound and light alarm) St
3 1 Data Hold v v Back light v g
NCV (sound and light alarm) v Flashlight v @ </ F._ok
Back light v v DCA ZERO v
Flashlight v v Low battery indication v TWAXININ
Low battery indication v v Auto power off v T-RMS
Auto power off v v True RMS v AC/DC CLAMP METER
True RMS v LPF v i B -
LPF v MAX/MIN v
MAX/MIN v v LowZ v
LowZ v Power 2xAAA(1.5V)Batteries
Power 2xAAA(1.5V)Batteries Weight Approx.260g c%{;ﬁﬁ,”f}%’.ﬁ '"‘KT
Weight Approx.260g Size 193mmX73mmX34mm ~= =
Size 193mmX73mmX34mm Jaw Size 226mmX44mm
Jaw Size 226mmX44mm Safety Rating ENG1010-1,-2-030 EN61010-2-033,
Safety Rating EN61010-1,-2-030 EN61010-2-033, EN61326-1 CAT IIl 600V ENG1326-1 CAT Il 600V
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